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Access Fixtures SARC 20 AF33XWPS25OFQF1X17U4K SARC 20 AF33XWPS25OF WITH 
ONE 17W LED ARRAY 120-277V 50/60HZ 17W 4000K / Luminaire Data Sheet

See our luminaire catalog for an image of the luminaire. 

Luminous emittance 1: 

Luminaire classification according to CIE: 100
CIE flux code: 53  87  99  100  100

Due to missing symmetry properties, no UGR table can 
be displayed for this luminaire.
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Exterior Scene 1 / 3D Rendering
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Exterior Scene 1 / False Color Rendering
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Exterior Scene 1 / Calculation Surface / Isolines (E, Perpendicular)

Values in Footcandles, Scale 1 : 55
Position of surface in external scene:
Marked point:
(12.500 ft, 27.000 ft, 0.000 ft) 

Grid: 128 x 128 Points 

Eav [fc] Emin [fc] Emax [fc] u0 Emin / Emax

2.34 0.35 7.34 0.150 0.048
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Exterior Scene 1 / Calculation Surface / Greyscale (E, Perpendicular)

Scale 1 : 55
Position of surface in external scene:
Marked point:
(12.500 ft, 27.000 ft, 0.000 ft) 

Grid: 128 x 128 Points 

Eav [fc] Emin [fc] Emax [fc] u0 Emin / Emax

2.34 0.35 7.34 0.150 0.048
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