BAHB 3

LED POST-TOP LIGHT

AccessFixtures.com

Heavy-Duty:

Die-cast aluminum housing
finished with corrosion-
resistant powder coat finish is
IPG5 rated and 3G vibration
resistant

Diffuser Lens:
UV resistant polycarbonate

lens evenly distributes light
while minimizing glare

Excellent Value:

Classic style, premium optics
and top-grade construction
available at entry-level pricing.
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BAHB FEATURES

Weight 28lbs
Dimensions 17.3"w x 22.3"h
Availability Typically ships in 7-10 business days
3000K - Neutral White, 4000K - Cool White, 5000K -
Light Source Bright White
Available Finishes Bronze, custom RAL
Components LED Post-Top Luminaire
Housing Corrosion resistant heavy duty die-cast aluminum
Lens UV Polycarbonate Optic Lens
Light Source Included 4 COB
Light Source Lumens 53w=7,004, 82w=10,200, 136w=14,549
Listings Anti-vibration, CUL, IP&5, DLC Listed, UL
Mounts on 2 3/8" Vertical Tenon, Mounts on 2 7/8"
Mounting Vertical Tenon
Product Family BAHB
Rated Life L70 @ 50,000 Hours
Color Rendering Index (CRI) 70+ CRI
System Watts 53,778,143
Voltage 120-277v, 480v
Warranty 5-Year Limited Warranty
Bug Rating B2, U2, G1

3000K, 4000K, 5000K
Optional surge protection
o TOKV surge protection for 120-277v
o TOKV surge protection for 480v
Optional photocell
o 120-277v
o 480v
Additional mounting options
o optional mount for a 2 7/8" vertical tenon /3" pole

OPTIONS
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