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FLAT & FLYT 160

590nm AMBER AND GREEN SPECTRUM

4580 565 673 760
Wavelength (nm)

590nm Amber and Green LEDs increases the spectrum and lumens per watt
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FLAT and FLYT 160
590nm Amber and Green 69 75 51
Floodlight Summary:

FLAT & FLYT 160 590NM AMBER AND GREEN - FIXTURE TEST REPORT - CLEAR GLASS LENS

Report based on lamp delivering 1000 lumens.

Maximum Intensity

i ] ' 334.8 cd per klm.
(Luminaire orientation as tested.)

0.0 degrees vertical
0.0 degrees horizontal

e / : SReres ; Beam Spread At 10% of Imax 157.0V x 155.9H
\/ : At 50% of Imax 119.7V x 118.4H
At 90% of Imax 53.9v x 53.1H
\ Beam Flux Total 999.4 lumens per klm.
= < & \ To 10% of Imax 985.7 lumens per klm.
3 1 ¥ 1 To 50% of Imax 799.8 lumens per klm.
Iy To 90% of Imax 215.0 lumens per klm.
Upward LOR 0.0 %
Downward LOR 99.9 %
Light Output Ratio: 100.0% Luminaire Efficiency(Light Output Ratio) 100.0 %
Luminaire Power: 155.9 W
90% Beam Spread 53.9%v x 53.1H
50% Beam Lumens 799.8 lumens per klm.

o
w

SYSTEM V2.0.404.7 Humidity:65.0%

Remarks:
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ISOLUX DIAGRAM

Test:U:236.9V I:0.6686A P:155.9W PF:0.984 Freq:50.03Hz Lamp Flux:9%951.68x1 1m
WAME: AFB8X160-GRE/AMB-clear glass TYPE: WEIGHT:
SPEC.: DIM.: SERIAL No.:
MFR. : SUR.: Shielding Angle: -
g : Planar Illuminance Curve -
E{lx) MH = 20 m
c0/180
210.0° 0.0 105.0° 210.0" T7.65 B ——CIUAZ U
6
RS Al 010 3% 0.24931x 0.02316fe
—— 5% 0.41551x 0.0386fc Eod
R aRadn,____ 0.83091x 0.07719fc
— 30% 2.4931x 0.2316fc 5.95 7
157.57 48.00m _ s5p% 4.1551x 0.386fc /
l—
e 5.1 7
05.0" 32.00m
o / /_,_..-—'—--._\ 32.00m / \\
/ — \ 4.25 7
52.5" 7 R 16.00m / \\
/ [ /“\ ] \ i \
0.0 T T 0.00m
\J N
N il 2.55
52.5" \ —1 / 16.00m
105.0 el 32.00m e
)
0.85
157.5" 48.00m
0
210.0°7 64.00m —25 =20 =15 =10 ==l 0 ) 10 15 20 25
Distance (m)
262.5"7 80.00m
64, 00m 32.00m 0.00m 32.00m 64.00m
MOUNTING HEIGHT: 66'(20.0m)
(=) Range:-90 - 90DEG V({B) Range:-90 - 90DEG u () Range:-90 - S0DEG V(B) Range:-90 - 90DEG
H(J)Interval:1.0DEG V(B) Interval: 2.0DEG H({Y)Interval:1.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH TestSystem:EVERFINEGO-2000B_V1 SYSTEM V2.0.404.7 Test Speed: HIGH TestSystem:EVERFINEGO-2000B_V1 SYSTEM WV2.0.404.7
Temperature:25.3DEG Humidity:65.0% Temperature:25.3DEG Humidity:65.0%
Operators:Guohong TestDistance:8.365m [K=1.0000] Operators:Guochong TestDistance:8.365m [K=1.0000]
Test Date:2023-12-25 Remarks: Test Date:2023-12-25 Remarks:
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ISOCANDELA DIAGRAM AAI Figure
Test:U:236.9V I:0.6686A P:155.9W PF:0.984 Freq:50.03Hz L Flux:9951.68x1 1m
Test:U:236.9V I1:0.6686A P:155.9W PF:0.984 Freq:50.03Hz Lamp Flux:9951.68x1 Im i 9 red i e s
NAME: AFB88X160-GRE/AMB-clc lass TYPE: WEIGHT:
NAME: AF88X160-GRE/AMB-clear glass TYPE: WEIGHT: /B -clear Wiiar
o : SERIAL No.:
SPEC. : DIM. : SERIAL No. : SERS o °
& MFR. : S hieldi Angle:
MFR. : SUR. : Shielding Angle: SOR phistding hogte
Flux out:7201 1Im
S0 10% 333.2 A
i —— 20% 666.4 im 872.6,33311x ,‘ \, 335.56cm
80 = =i T —— 30% 999.5
e == —— 408 2093 3m| 96.95,370.11x 1006.68cm
70 e —— — N~ — 50% 1666 m Ry : el
= HE S 60% 1999
60 = — T 70% 2332
. ) NN\ — gg! ;gg'g 6m | 24.24,92.531x }' ‘, 2013.37cm
50 / / E — _\ \ \ \ % 9
Ta / / / \ \ \ 8m 13.63,52.051x Z:::::::& 2684.49%cm
30 l III 7] \\ r 10m 8.726,33.311x : 3355.62¢cm
\ 11/ AR
=0 J ] / / \ \ \ \ ] 12m | 6.060,23.131x 4026.74cm
> [NE Il 1]
2o 15m | 3.878,14.801x 5033.42cm
S I A AN LN
Z 20 \ \ \ \ \ / / / 18m | 2.693,10.281x L’ﬁ\ 6040.11cm
\ \ \ \ [——— v / / } MAX = 3331.8
=30 . MIN = 1886.2 20m | 2.181,8.3271x
\ \ ! e = / / / AVG = 2843.6
=40 - AVG/MAX = 0.85
\ \ ) \ (= / / / MIN/MAX = 0.57
-50 \ A /
-60 \ \ | O =] "/__ A //
fet]
-70 \‘\ = ///
= —
P edl ) e Imax:3332 (H1.0,V0.0)
{At:C=0.,0,Gamma=1.0)
) UNIT: ed 30m | 0.9695,3.7011 10066.85cm
-90-80-70-60-50-40-30-20~ 2 . "
90-80-70-60-50-40-30-20-10 0 10 20 44 ,0 =0 g5 70 80 a0
HORIZONTAL {DEG) Height Eavg, Emax Angle:118.41deg Diameter
Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
2y Range:=20 - S0DEG V(B) Range:-90 - 90DEG H(H] Range:-90 - S90DEG V(B) Range:-90 -
H‘:J:d:erv :1.0DEG V(B) Interval: 2.0DEG H() Interval:1.0DEG V(B) Interval:
TestSystem:EVERFINEGO-2000B_V1 SYSTEM V2.0.404.7 Test Speed: HIGH TestSystem:EVERFINEGO-20008_V1

Test Speed: H

Temperature:25.3DEG

Cperato

,

:Guoh

ong
Test Date:2023-12-25

Humidity:65.0%
TestDistance:8.365m [K=1.0000]
Remarks:

Temperature:25.3DEG
Operators:Guohong

Test

Date:2023-12-25

Humi

Remarks:

dity:65.0%
TestDistance:8.365m

[K=1.0000]
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SPECTRUM TEST REPORT - FLAT & FLYT 120 590NM AMBER & GRREN - SPECTRUM TEST REPORT - FLAT & FLYT 160 590NM AMBER & GRREN -
Clear Glass Clear Glass

=10.3408 |y = 0.593 0.3457 y = |0.5860

Color Parameters: Color Parameters:

omaticity Coordinate:

Purity=81.1%

FWHM=27. 9nm

R12=21 R13=47 R14=50 R15=5

Photo Parameters:
Photo Parameters:

1

: ) . Flux = 10946 1lm Eff. : 66.80 lm/W Fe = 23 W
Flux = 8816 1lm Eff. : 72.59 1lm/W Fe = 18B.49 W
Electrical parameters:
Vv = 218,51 Vv I = 0,754%9 A P = 163.929 W PF = 0.9888

L
L]
.
Pt
]
-
W
o
[
o

.VEL:0UT WHITE:OUT
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FLAT & FLYT 160 590NM AMBER AND GREEN - FIXTURE TEST REPORT - CLEAR POLYCARBONATE LENS

Floodlight Summary:

Report based on lamp delivering 1000 lumens.

e . 2ot o 3 : Maximum Intensity 340.2 cd per klm.

HH““;HMg;//”;/’// : : . (Luminaire orientation as tested.) 0.0 degrees vertical

0.0 degrees horizontal

\ Beam Spread At 10% of Imax 156.0V x 155.4H
- - e \ At 50% of Imax 117.8V x 117.8H
- 4 2 At 90% of Imax 53.5V x 52.7H
-
Beam Flux Total 999.9 lumens per klm.
To 10% of Imax 985.6 lumens per klm.
To 50% of Imax 796.8 lumens per klm.
To 90% of Imax 214.3 lumens per klm.
Light Output Ratio: 100.0% Upward LOR 0.0 %
Luminaire Power: 157 . 9N Downward LOR 100.0 %
Lumi i Effici Ligh i 100.0 %
90% Beam Spread 535V % 5270 uminaire iciency (Light Output Ratio) 0
50% Beam Lumens 796.8 lumens per klm.
H() Range:-90 - 90DEG V(B) Range:-90

:1.0DEG Test

SYSTEM V2.0.404.7

[K=1.0000]
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ISOLUX DIAGRAM i
Planar Illuminance Curve

Test:U:233.6V I:0.6891A P:157.9W PF:0.981 Freq:49.97Hz Lamp Flux:9197.66x1 1lm
NAME: AF88X160-GRE/AMB-clear PC TYPE: WEIGHT:
SPEC. : DIM.: SRR NO - Planar Illuminance Curve .,
E(lx MH = 20 m
MFR. : SUR. : Shielding Angle: ) § : T - - - T : - - -
///// col/1g0
210.0" 105.0" 0.0° 105.0° 210.0° 7.2 =it
262.5" 80.00m __ 33 p.23411x 0.02175fc /
5% 0.39021x 0.03625fc
St 2w o 6.4
210.0 64.00m 10% 0.78031x 0.07249fc
2.3411x 0.2175fc /f
157.5" 48.00m ____ 504 3,9021x 0.3625fc Db
et Y/
e
105.0" 32.00m I
////'/,—a—m-mhx 4.8 i //
52.5" / e \ 16.00m |
0.0° | : T 0.00m
\ \\\h__,/// ; 3.2 1
\_ v, b
SZ;E™ \ —— / 16.00m N
\\\\\“\hﬁ____,af’ 2.4 1
105.0" e 32.00m
““"“"—-—.__._.—-"‘“‘ A i
1.9
157.5* 48.00m
210.0°' 64.00m -8
262.5°' - 80.00m 0
64.00m 64.00m -25 -20 =15 -10 =5 0 5 10 15 20 25
Distance (m])
H#T? Range:-90 - 90DEG V(B) Range:-90 - S0DEG H{DJ Range:-90 - 90DEG V{B}) Range:-90 - 90DEG
H{-) I V(B) Interval: 2.0DEG H{mJInterval:l.ODEG V{B) Interval: 2.0DEG

nterval:l. GDEu
Test Speed: J
Temperature:2
Operators:Guchong
Test Date:2023-12-25

SYSTEM V2.0.404.7

JECtosrer
Humidity:65.
TestDistance: B 365m
Remarks:

JFRFT?FGG—ZUOUB_UI

[K=1.0000]

Test Speed: HIGH
Temperature:25,3DEG
Operators:Guohong
Test Date:2023-12-25

800-468-9925 Sales@AccessFixtures.com www.AccessFixtures.com

TestSystem: EVERFINEGO-2000B_V1 SYST

Humidity:65.0%
TestDistance:8,365m
Remarks:

[K=1,0000]

EM V2.0.404.7
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ISOCANDELA DIAGRAM AAI Figure
Test:U:233.6V I:0.6891A P:157.9W PF:0.981 Freq:49.97Hz Lamp Flux:9197.66x1 lm Test:U:233.6V I:0.6891A P:157.9W PF:0.981 Freq:49.97Hz Lamp Flux:9197.66x1 1lm
NAME: AF88X160-GRE/AMB-clear PC TYPE: WEIGHT: NAME: AF88X160-GRE/AMB-clear PC TYPE: S
SPEC. DIM. : SERIAL No.: SPEC. : DIM. : SERIAL Ho'. &
MFR. : SUR. : Shielding Angle: MFR. : SUR. : Shielding Angle:
Flux out:7303 1lm
1 9.3,31281 331.80cm
o —— 10% 312.9 m 833.3 8lx ﬂ 31.80cm
80 508 2309 3 93.25,347.6 ,‘ '\ 995.39
—1 — — 30% 938.7 m 3.25,347.61x 5.39cm
. e —1 | ____ 40% 1252
v B= — —— 50% 1565
i ) b - e 60% 1877 .
60 == 70% 2190 6m 23.31,86.891x 1990.79cm
A A A A"] N BO% 2503
. il - 90% 2816 r‘ '\
o /// / = e i e \ \ gy =es 8m 13.11,48.881x 2654 .38cm
) By \ K
v / / | . \ \ 10 8.393,31.281 3317.98
/ \ m .393,31.281x - . 98cm
30 / // e \
v P
I / . / ey \ \ \ \ 12m| 5.828,21.721x E 3981.57¢cm
o T T ALYAR
210 : f
3 I ’ ( ) ] \ 15m 3.730,13,901x 4976.96cm
g0 T i T
: I RNAWAN S | f
; 0 \ \ \ / / } ’ 18m 2.590,9.6551x 5972.36cm
-20
\ \ \ NREE / / ] MAX = 3129.0 20m| 2.098,7.8211x 6635.95cm
=30 . 4 MIN = 1747.0
\ \x.____ | / / / AVG = 2662.5
-40 \ // AVG/MAX = 0.85
—— / / MIN/MAX = 0.586
-50 \ \ RS 1. . '/
o \ “'--;..____-__ T
. N \“""“--..____ ) = '____.-—-// V4
-70 I =] | — Imax;3129(H1.0,V0,0)
80 =t | [=t— (At:C=0.0,Gamma=1.0)
UNIT: d
c 30m 0.9325,3‘4?61{ \ 9853.93cm
-90 S0
-90-80-70-60-50-40-30-20-10 0 10 20
HORIZONTAL (DEG) 40 50 &0 70 80 Height Eavg,Emax Angle:117.84deg Diameter
Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
#(0h Range:-90 - 90DEG V{B) Range:-9%0 - 90DEG 1) Range:-20 - 90DEG V(B) Range:-90 - S0DEG
#H({J) Interval:1.0DEG V{B)}) Interval: 2.0DEG H({J) Interval:1.0DEG V(B) Interval: 2.0DEG
Test Speed: HIGH TestSystem:EVERFINEGO-2000B_V1 SYSTEM V2.0.404.7 Test Speed: HIGH TestSystem:EVERFINEGO-2000B_V1 SYSTEM V2.0.404.7
Temperature:25.3DEG Humidity:65.0% Temperature:25.3DEG Humidity:65.0%
Operators:Guohong TestDistance:8.365m [K=1.0000] Operators:Guohong TestDistance:8.365m [K=1.0000]
Test Date:2023-12-25 Remarks: Test Date:2023-12-25 Remarks:
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SPECTRUM TEST REPORT - FLAT & FLYT 120 590NM AMBER & GRREN - SPECTRUM TEST REPORT - FLAT & FLYT 160 590NM AMBER & GRREN -
Clear Polycarbonate Lens Clear Polycarbonate Lens

7 ] 7 7 T e s fimageChject Trial Version - . . . 4
' e §CIE1931 EVERFINE
lx,_q: 0.3347 y =0.5930
BccT = 5496k
b

ImageChject Trial Version
BCIE1931 EVERFINE
W% = 0.3329 y =(0.5984

. )
..{‘

Color Parameters: Color Parameters:

Chromaticity Coordinate:x=0.3347

=5496K (Duv=0.0874) Dominant WL:Lc

Ratio:R=4.5% G=94.0% B=1.5% Peak WL:Lp=517.7nm FWHM=28.1lnm Ratio:R=5.2% G=93.1% B=1.7% 8nm
Render Index:Ra=20.2 CRI=19.1 AvgR=18.1 Render Index:Ra=21.8 CRI=20.5 9,7
R1=46 R2=33 R3=0 R4=0 R5=489 R6=30 R7=3 RB8=0 RS%=0 R10=0 R11=0 Rl =50R2 =35R3 =0R4 =0R5 =5; =5 RB =0RY

R12=15 R13=41 R14=48 R15=5 =0R10=0R11=0R12=19R13=44R14=5C

Photo Parameters: Photo Parameters:

Im Eff. : 65.29 Im/W Fe = 16.56 W Flux = 9512 1lm Eff. : 58.68 1lm/W Fe = 20.29 W

Electrical parameters: Electrical parameters:

= 219.60 Vv I = 0.5587 A P = 120.5 W PF = 0.9819

800-468-9925 Sales@AccessFixtures.com www.AccessFixtures.com
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FLAT & FLYT 160 590NM AMBER AND GREEN - FIXTURE TEST REPORT - FROSTED POLYCARBONATE LENS

Floodlight Summary:

Report based on lamp delivering 1000 lumens.

i ) : e : = Maximum Intensity 367.6 cd per klm.

HH“"H“H\ ‘)/’/, : ; 3 (Luminaire orientation as tested.) 0.0 degrees vertical
o P . 0.0 degrees horizontal
. ==y Beam Spread At 10% of Imax 160.2V x 159.3H
- - e | At 50% of Imax 108.5V x 107.8H
- ' & At 90% of Imax 44.6V x 44.3H
Beam Flux Total 999.8 lumens per klm.
To 10% of Imax 983.2 lumens per klm.
To 50% of Imax 706.8 lumens per klm.
To 90% of Imax 162.2 lumens per klm.
Upward LOR 0.0 %
Downward LOR 100.0 %
Light Output Ratio: 100.0%
Tamineire Powar: 157.8 W Luminaire Efficiency(Light Output Ratio) 100.0 %
90% Beam Spread 44 .6V x 44 .3H
50% Beam Lumens 706.8 lumens per klm.

2000B_V1 SYSTEM V2.0.404.7

: Hu dity:65.0% Temperature:25.3DEG
r s5:Guohong TestDistance:B8.365m [K=1.0000] Operators:Guohong
Test Date:2023-12-25 Remarks: Test Date:2023-12-25 Remarks:
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ISOLUX DIAGRAM

Test:U:233.0V I:0.6900A P:157.8W PF:0.982 Freq:49.98Hz Lamp Flux:7076.98x1 1m
NAME: AFB88X160-GRE/AMB-frosted PC TYPE: WEIGHT: Planar Illuminance Curve
SPEC. : DIM. : SERIAL No.:
MFR. : SUR. : Shielding Angle:
: Planar Illuminance Curve ;
E{lx H=20m
g . : .
210.0" 105,0" 0.0" 105.0" 210.0" AT~ CHEES
262. 5" b e
262.5 80 00m 3% 0.19461x 0.01808fc 6.3 —T
—— 5% 0.32441x 0.03013fc V4
210.0' 64.00m ___ 0% 0.64871x 0.06027fc 516
30% 1.9461x 0.1808fc /f
157.5° 48.00m _ 593 3.2441x 0.3013fc 4.9 ;
] /;
05.0" 32,008 A
//’,.—H—Hﬁkxx =200 4.2 ;
i e N ) /
52.5" ,, = 16.00m . J i
0.0° i i 0.00m f/ N
\\ \\ I \\\u__‘/// | // }/ - /
52.5° — 16. 00r //!/ \Eﬁ\\
. N 7 o o | '
e 32.00m
iR 1.4
S
157.5" 48.00m
0.7
210.0" 64.00m
-25 -20 -15 -10 -5 i 5 10 5 20 25
262.5" 80.00m Distance (m)
64.00m 32.00m 0.00m 32.00m 64.00m
MOUNTING HEIGHT: 66'(20.0m)
Range:-90 - %0DEG V(B) Range:-90 - 90DEG H({) Range:-90 - 9Y90DEG V(B) Range:-90 - 90DEG
1y Interval:1.0DEG V{(B) Interval: 2.0DEG H() Interval:1.0DEG V(B) Interval: 2.0DE
HIGH TestSystem:EVERFINEGO-2000B_V1 SYSTEM V2.0.404.7 Test Speed: HIGH TestSystem:EVERFINEGO-2000B_V1 SYSTEM V2.0.404.7

erature:25.

Humidity:65.0%
TestD ance:8.365m
Remar}

[K=1.0000]

Temperature:25.3DEG
Operators:Guohong
Test Date:2023-12-25

Humidity:65.0%
TestDistance:8.365m [K=1.0000]
Remarks:

800-468-9925 Sales@AccessFixtures.com www.AccessFixtures.com
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Test:U:233.0V I:0.6900A P:157.8W PF:0.982 Freq:49.98Hz Lamp Flux:7076.98x1 1lm

NAME: AF88X160-GRE/AMB-frosted PC TYPE: WEIGHT:
SPEC. : DIM.: SERIAL No
MFR. : SUR. : Shielding Angle:
90 260.1
% 520.2
0 I = . 780.4
) = L — — - 1040
0 ~ 1301
/ /'/,..-- T “--\ 1561
=l = % 1821
Vi == — ~ 2081
2341

SIS
\
/

VERTICAL(DEG

s N I

5 \ [~ 1 il
ol NANNN I LA VY S]]
sol MRS V1/1/1]
T T

-90-80-70-60-50-40-30-20-10 0 10 20
HORIZONTAL (DEG)

30 40 50 60 70 BO

MAX = 2601.2
MIN = 1240.8
AVG = 2084.2
AVG/MAX = 0.80
MIN/MAX = 0.48

Imax:2601(H0.0,V0.0)
=0.0,Gamma=0.0)

AAI Figure
Test:U:233.0V I:0.6900A P:157.8W PF:0.982 Freq:49.98Hz Lamp Flux:7076.98x1 1m
NAME: AF88X160-GRE/AMB-frosted PC TYPE: WEIGHT:
SPEC.: DIM. : SERIAL No.:
MFR. : SUR.: Shielding Angle:

1m

3m

6m
&m
10m

12m

15m

18m

20m

30m

Height

Flux out:4985 1lm

i

837.6,26011x

/ 274.37cm

93.07,289.01x

823.11cm

23.27,72.261x

1646.22cm

13.09,40.641x

2194 .96cm

8.376,26.011x

743.70ecm

5.817,18.061x

3292.43¢em

3.723,11.561x

4115.54cm

2.585,8.0291x

4938.65cm

[\
[
[
—
[
[
——

2.094,6.5031x

0.9307,2.8901x

5487.3%cm

B231.0%cm

Eavg, Emax

Angle:107.82deg Diameter

Note:The Curves indicate the illuminated area and the average

illumination when the luminaire is at different distance.

'} Range:-90 - 90DEG
H{)Interval:1.0DEG
Test Speed: HIGH
Temperature:25.3DEG
Operators:Guohong

Test Date:2023-12-25

V(B) Range:-90 - 90DEG
V(B) Interval: Z2.0DEG

TestSystem:
Humidity:6
TestDistance:8.365m

Remarks:

RFINEGO-2000B_V1 SYSTEM V2.0.404.7

[K=1.0000]

H({) Range:-90 - 90DEG
H({)Interval:1.0DEG

Test Speed:

HIGH

Temperature:25.3DEG
Operators:Guohong
Test Date:2023-12-25

800-468-9925 Sales@AccessFixtures.com www.AccessFixtures.com

V(B) Range:-90 - 90DEG
V(B) Interval: 2.0DEG

TestSystem:EVERFINEGO-2000B_V1 SYSTEM V2.0.404.

Humidity:65.0%
TestDistance:8.365m [K=1.0000]
Remarks:
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FLAT & FLYT 120 590NM AMBER -
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Frosted

I

ImageObject Tnal Version & -
QCIE1931

NCCT

EVERFINE

i = 0.3224 y

Color Parameters:

Photo Parameters:

Flux = 5610

lm Eff. : 46.93 1lm/W

Electrical parameters:

SPECTRUM TEST REPORT - FLAT & FLYT 160 590NM AMBER - Frosted
Polycarbonate Lens
[ImageObject Trial Version ' - - 4 'y

EVERFINE
: D.3237 y =/0.5998

Color Parameters:

7nm
R1=49 R2=32 R3=0 R7=5 RB8=0 R11=0
R12=17 R13=41 R14=49%
Photo Parameters:
Flux = 6823 1m Eff. : 42.41 1lm/W Fe = 14.68 W
Electrical parameters:
j = 219.50 v I = 0.7416 B P = 160.9 W PF = 0.9884
LEVEL:0UT WHITE:0UT
Status: Integral 1T 26 ms Ip = 48519
(74%)

800-468-9925
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